








H92 RAINSCREEN CLADDING 
SPANWALL 

385 THERMAL MOVEMENT - SERVICE TEMPERATURE RANGES 
• Requirement: To CWCT 'Standard for systemised building envelopes' clause 2.7.2 amended

and/ or with the addition of the following:

390 AIR PERMEABILITY GENERALLY 
• To comply with CWCT Standard as laid down in Document: (Guide to good Practice for Walls

with ventilated Rainscreens).

420 WATER PENETRATION 
• Onto internal surfaces or into cavities not designed to be wetted must not occur when the

rainscreen wall is subjected to a test pressure.

430 THERMAL PROPERTIES 
• Method for calculating the thermal transmittance (U-value) of the rainscreen wall:

Weighted U-value.

• Average U-value of the rainscreen wall to be:

450 VAPOUR CONTROL LA YER 
• A vapour control layer if required, to the method described in BS5250, annex D, may be

provided as part of the whole wall construction on the warm side of insulation - by others.

460 SOUND TRANSMITTANCE BETWEEN INTERIOR AND EXTRERIOR OF 

RAINSCREEN CLAD WALL 
• Minimum sound reduction indices (R) to BS EN ISO 140-3

465 SOUND TRANSMITTANCE BETWEEN ADJOINING FLOORS ABUTTING 

RAINSCREEN CLAD WALL 
• Minimum sound reduction indices (R) to BS EN ISO 140-3

460 SOUND TRANSMITTANCE BETWEEN ADJOINING ROOMS ABUTTING 

RAINSCREEN CLAD WALL 
• Minimum sound reduction indices (R) to BS EN ISO 140-3

490 CAVITY FIRE BARRIERS TO BS 476-20 
• Requirement: To resist the passage of flames and smoke for not less than ... Insert periods

and criteria, if required by Approved Document B of building regulations or by fire consultant.

By Others

PRODUCTS 

710 ALUMINIUM ALLOY FRAMING SECTIONS 
• Standards: To BS EN 6063-T6

711 ALUMINIUM ALLOY SHEET 
• Standards: To BS EN 485, BS EN 515, and BS EN 573.

• Alloy, temper and thickness to suit application and specified surface finish.

720 STAINLESS STEEL SHEET 
• Standards: To the relevant parts of BS EN 10029, BS EN 10048, and BS EN ISO 9445.

• Grade: To BS EN 10088-2 generally, 1,4301 (316).

• Thickness: 1.5mm Min
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970 RAINSCREEN CLADDING INSTALLATION 

• Commence rainscreen cladding panel fixing only when other trades have completed their

work; e.g. electrical and mechanical first fix; insulation (if by others); to minimise damage to

finished work.

• Set out straight, parallel, and truly aligned.

• Tighten mechanical fixings to recommended torque figures, where stated.

• Only remove protective coverings when necessary to avoid scratches and abrasion damage.

• Agree locations of physical barriers to be erected by the main contractor for the protection of

vulnerable works.

980 INTERFACES 

• Ensure that flashings, closures, etc. are located correctly and neatly overlap the rainscreen

cladding to form a weather tight junction.

985 DAMAGE 

• Do not repair rainscreen cladding without approval. Such approval will not be given where

products and units are badly damaged or where the proposed repair will impair performance

and/or appearance.

• Record damage of cladding panels: schedule damaged panels on record drawings.

• Record of repairs: schedule repaired panels on record drawings.

990 CLEANING 

• At Practical Completion or when otherwise agreed with the CA and thoroughly clean

rainscreen cladding areas. Cleaning agents for the purpose must be approved by the

rainscreen cladding manufacturer and incorporated products manufacturers.

995 MAINTENANCE 

• Prepare a maintenance manual in accordance with CWCT 'Guide to good practice for

facades', Section 10. Unless otherwise instructed or agreed the manual must be completed

and handed over to the CA at Practical Completion.






