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1. Introduction
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This report describes tests carried in order to determine the weather tightness of the sample with
respect to water penetration, wind and impact resistance on sample supplied as follow: 

Test Details 

Customer:

Product Tested:

Date of Test:

Test Conducted at: UL International (UK) Limited

Hamilton Metal Forming
Carryduff 

 
Business Park Comber

Road
Carryduff
Belfast
BT8 8AN
SF40-FR and FP30 System Test

16th
, 17th and 18th 

 
November 2021

31st January 2022
17th

, 181h and 22nd February 
 

2022

Halesfield 2 
Telford 
Shropshire
TF7 4QH 

Test Conducted by: P Seymour - Laboratory Technician
K Alden- Senior Engineering Technician
D Reynolds - Enqineering Technician 

Test Supervised by: M Witkowska - Laboratory Leader 
K���

Test Witnessed by: M O'Donohue 

Report Authorisation 
Report Compiled by: D Price - Senior Engineering Associate a

,JJ. 

Authorised by: M Wass - Engineering Manager 
�

UL International (UK) Limited is accredited by the United Kingdom Accreditation Service as UKAS
Testing Laboratory No. 5772. 

REPRODUCTION OF THIS DOCUMENT IN WHOLE OR ANY PART THEREOF MUST NOT BE 
MADE WITHOUT PRIOR WRITTEN PERMISSION FROM UL INTERNATIONAL (UK) LIMITED. 

This report and the results shown within are based upon the information, drawings, samples and tests referred to 
in the report. The results obtained do not necessarily relate to samples from the production line of the above­
named company and in no way constitute any form of representation or warranty as to the performance or quality 
of any products supplied or to be supplied by them. UL International (UK) Limited or its employees accept no 
liability for any damages, charges, cost or expenses in respect of or in relation to any damage to any property or 
other loss whatsoever arising either directly or indirectly from the use of the report. 
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I Fixings ref: I Rufpert DF3 CSK Wing Driller Light 4.8 x 38 

Additional brackets & Fixin s 

d etc. : Pressure E ualised 
holes etc. 8.5mm Wee Holes in Bottom Return of Panels 

Ref: S anwall Flashin s 3mm Aluminium 

Product Description 

Full product name: 
Product type: 
Product description: 

Manufactured by: 

SF40-FR 
Rainscreen System 
Ventilated Rainscreen System with 40mm Deep 
Panel 
Hamilton Metal Forming. 

Support Framing and bracketry 

Material: Aluminium Alloy 6063 T6 
Finish: Mill Finish 
Vertical rail Ref: NV-T60-100-2.2 I NV-L60-40-2.2 
Horizontal rail Ref: N/A 

Fixinq method (rail to backing wall): Tek Screw 
Fixinq Ref: SFS SX3/28-S 16-6.0x48 
Fixinq method (rail to rail): M5 Tek Screw 
Fixinq Ref: Spanwall M5 Tek Screw 507 
Max Span between vertical rails: 948mm 
Max Span between horizontal rails: N/A 

Brackets ref: Spanwall Wall Bracket 300mm Single / Double 

Panels/tiles/brickslip 
Material: Aluminium 
Material ref (source, spec): 3103 H14 
Finish: Mill Finish 
Thickness: 3mm 
Reinforcinq: 3mm Aluminium Stiffeners as per drawings 
Max height of panel: 1420 Landscape 2900 Portrait (Grid Centre Size) 
Max width of panel: 2920 Landscape 1395 Portrait (Grid Centre Size) 
Max size of panel by area (m2): 4.118 m2 
Fixing method: Discreet Fix in shadow gap secured with Low 

Profile Tek Screw 
BrackeUclip ref: Spanwall 505 I 506 
Screws/fixings ref: Spanwall SX3-D12-5.5x30 

Interface Details curtain wall to window/door inserts 
Window interface detail: 
Door interface detail: 

e: SFS 
N/A 

Insulation thickness: N/A 
Proctor Procheck FR200 
As above 

Particle board detail: RCM Y-Wall 12mm 
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Sealants and tapes: 

Fixinqs ref: 

Additional brackets & Fixin s 

Ref: 

Drawings 

d etc. : 
holes etc. 

Drawing/s must be provides covering the 
below; 

-Full drawing of sample including front
elevation
-Cross Sections (Panels/Rails Etc.)
-Hardware Locations
-Fixings
-Drainage Points

Note: drawings are required to show all 
relevant dimensions. 
Test sample size: 

Confirmation 
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SikaTack Panel / Proctor Reflectafoil Tape 100mm 
Soudal Fix All Crystal 

Rufpert DF3 CSK Winq Driller Liqht 4.8 x 38 

8.5mm Wee Holes in Bottom Return of Panels 

S anwall Flashin s 3mm Aluminium 

As detailed in section 7 

As detailed in section 7 

Customer is to confirm that the samples provided for testing are representative of standard 

production. Please note: the details given above, as well as the drawings supplied by the customer 

as confirmed as typical of normal production are not verified by UL International (UK) Limited. 

Company: 
Hamilton Metal Forming

Name: 

Position: 

Date: 

Justin Reid 

Design Manager 

22nd March 2022 
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